-REMOVE 4 COURSES 

—OF SLATE AT EAVE 
SAVE FOR REUSE. 
REMOVE AND DISPOSE 
OF EXIST GUTTER AND 


-FURNISH AND iNSTALL 

—ICE AND WATER SHIELD 
OVER TEMPORARILY 
EXPOSED ROOF 
DECKING. 


7REINSTALL REMOVED 
COURSES OF SL/^FE-REMOVE OLD LEAD 


REPLACING ANY 
BROKEN OR MISSI 
SLATES 


ALTERNATE #1 - 
REPLACE EXIST 
COPPER STEP 
FLASHINGS ON BACK 
SIDE OF ROOF RAKES 
W/ NEW STEP 
FLASHINGS OF 20 ox. 
COPPER 



DASHED LINE INDICATES 
SURFACE 
OUNTED ELEC. 

DUIT FOR 

ALARMS ETC. 

MN 



JOINT CAPS IN 
ROOF RAKE STONE 
QRNICE. FURNISH 
INSTALL NEW LE, 
T CAPS, SET 
ULL BED OF 
LANT W/ BACKER 
TYP. FOR ALL 
E STONE JOINTS 


-REINSTALL REMOVED 
COURSES OF SLATE 
REPLACING ANY 
BROKEN OR MISSING 

iL — plan 


-REMOVE 4 COURSES 
-OF SLATE AT EAVE 
SAVE FOR REUSE. 
REMOVE AND DISPOSE 
OF EXIST GUTTER AND 
DOWNSPOUTS. 


FURNISH AND iNSTALL 
ICE AND WATER SHIELD 
OVER TEMPORARILY 
EXPOSED ROOF 
DECKING. 

FURNISH AND INSTALL 
NEW 20 oz. COPPER 
GUTTER WITH XI" 

COPPER BRACKETS. 

NEW GUTTER SHALL 
MATCH THE OLD IN 
GENERAf^9fib^ 

1. ALL NOTES ON THE ROOF PLAN REFER TO SCOPE OF WORK 
ITEMS THAT ARE PART OF THE ROOFING CONTRACT. 

2. ALL NOTES ON THE ELEVATIONS REFER TO SCOPE OF WORK 
ITEMS THAT ARE PART OF THE MASONRY RESTORATION AND 
REPAIR CONTRACT, EXCEPT INOTES PRECEDED BY THE WORD 
'ROOF'. THESE REFER TO ITEMS THAT ARE PART OF THE ROOFING 
CONTRACT. 

3. CLOUDED AREAS SHOWN THUS QoN THE ELEVATIONS, SHOW AREAS 
THAT REQUIRE GENERAL MASONRY JOINT RAKING AND REPOINTING, OR 
PATCHING OF HOLES IN MASONRY OR CONCRETE THAT WERE OBSERVED 
FROM THE GROUND. THE CONTRACTOR IS RESPONSIBLE FOR REPOINTING 
AND PATCHING OTHER MISCELLANEOUS AREAS THAT ARE FOUND DURING 
THE WORK. 


REAR (WEST) ELEVATION 
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DASHED LINE INDICATES 
SURFACE MOUNTED 
ELEC. CONDUIT FOR 
LIGHTING, ALARMS ETC. 
TO REMAIN 


REPLACE EXIST COPPER- 

RAKE END SKIRTS TO MATCH 
EXISTING W/ 20 oz. COPPER, 
TYPICAL OF4 LOCATIONS 


NEW 16 oz COPPER- 
DOWNSPOUTS 
TYPICAL OF 4 
LOCATIONS 


EXIST RAKE COPING- 
CAP STONES 
EXIST THRU WALL — 
COPPER FLASHING TO 
REMAIN 

ROOF ALTERNATE 
EXIST COPPER STEP FLASHINGS 
ON BACK SIDE OF ROOF RAKES 
W/ NEW STEP FLASHINGS OF 20. 
oz. COPPER 




REMOVE OLD LEAD JOINT CAPS IN 
ROOF RAKE COPING CAP STONES. 
FURNISH AND INSTALL NEW LEAD 
JOINT CAPS, SET IN FULL BED OF 
SEALANT W/ BACKER ROD, TYP. 
FOR ALL RAKE STONE JOINTS 


SIDE fSOUTH) ELEVATION 


-REPLACE EXIST COPPER 
RAKE END SKIRTS TO 
MATCH EXISTING W/ 20 oz. 
COPPER. TYPICAL OF 4 
LOCATIONS 


ELEVATION AT REAR OF ROOF RAKE. 

fTYP OF 2, EAST AND WEST) 
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